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SPECIFICATION CONTROL DRAWING

6' LONG X 1/4" DIA PTFE 

ELECTRONIC HUMIDITY SENSOR

EXHAUST HOSE

6' LONG x 1/4"  DIA PTFE
DRY GAS HOSE ASSEMBLY

2" DIA X 2.5" LONG
SENSOR CHAMBER

6' LONG x 1/4" DIA PTFE
SENSOR HOSE ASSEMBLY

INSTALL INTO CONTAINER TO BE PURGED

FILLER VALVE

PRESSURE GAUGE
0-15 PSI

FILLER VALVE
ATTACHES TO SCHRADER

THREADED SWIVEL FITTING -

(NOT SUPPLIED)
CONTAINER TO BE PURGED

FLOW CONTROL VALVE

ATTACHES TO SCHRADER

SCHRADER FILLER VALVES -

THREADED SWIVEL FITTING -

1/4 MALE NPT ADAPTER - 
CONNECT TO DRY GAS SOURCE

 1.8 

NOTES UNLESS OTHERWISE SPECIFIED: 

1. DESCRIPTION: PURGE KIT.

2. KIT CONSISTS OF THE FOLLOWING COMPONENTS:

1 EACH ELECTRONIC HUMIDITY SENSOR.

2 EACH SCHRADER FILLER VALVES.

1 EACH DRY GAS HOSE ASSEMBLY.

1 EACH SENSOR HOSE ASSEMBLY.

1 EACH SENSOR CHAMBER (ALUMINUM) WITH EXHAUST

HOSE, PRESSURE GAUGE, AND FLOW CONTROL VALVE.

3. ALTERNATE MOUNTING METHOD FOR SCHRADER FILLER

VALVE: INSTALL VALVE INTO .375-24 UNF THREADED

HOLE, DISCARD NUT AND WASHERS.

4. ELECTRONIC HUMIDITY SENSOR CAPABILITIES:

RELATIVE HUMIDITY (5 TO 80% RH)

TEMPERATURE (-20°C TO 60°C)

DEWPOINT (-30°C TO 20°C)

SEE DRAWING TA261-1 FOR COMPLETE SPECIFICATIONS. 

5. WARNING: ASPHYXIATION COULD OCCUR WITH SOME

PURGE GASES.  ALWAYS USE IN WELL VENTILATED AREA

OR EXHAUST PURGE GAS TO OUTDOORS.

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION 

AND EXCEPT WITH WRITTEN PERMISSION BY AGM 

CONTAINER CONTROLS, INC. SUCH INFORMATION SHALL 

NOT BE PUBLISHED, DISCLOSED TO OTHERS OR USED FOR 

ANY PURPOSE AND THE DOCUMENT SHALL NOT BE 

DUPLICATED IN WHOLE OR IN PART. 

By Eric Zuercher at 10:59 am, Jun 16, 2017




