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TA292-P-025C 0.50 BY 1.65 0.05 0.10 - 0.45 NO FLOW BELOW 10.0 PSI 

TA292-P-05 0.50 BY 2.00 0.50 N/R NO FLOW BELOW 15.0 PSI 

TA292-P-10 0.50 BY 2.50 1.00 N/R NO FLOW BELOW 15.0 PSI 

TA292-P-15 0.50 BY 3.00 1.50 N/R NO FLOW BELOW 15.0 PSI 

TA292-P-20C 0.50 BY 3.00 1.20 1.60 - 2.40 NO FLOW BELOW 15.0 PSI 

TA292-P-20 0.50 BY 3.50 2.00 N/R NO FLOW BELOW 15.0 PSI 

TA292-P-25 1.00 BY 4.00 2.50 N/R NO FLOW BELOW 15.0 PSI 

TA292-P-30C 0.50 BY 4.00 2.00 2.50 - 3.50 NO FLOW BELOW 15.0 PSI 

TA292-P-30 0.50 BY 4.50 3.00 N/R NO FLOW BELOW 15.0 PSI 

TA292-P-40 0.50 BY 6.50 4.00 N/R NO FLOW BELOW 15.0 PSI 

TA292-P-50 0.50 BY 7.00 5.00 N/R NO FLOW BELOW 15.0 PSI 

ONE-WAY, PRESSURE,  VALVE PERFORMANCE
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